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ADAPTEC RLL 30 Mrs CUNIRULLERK 
INSTALLATION PR.Y-EDURE FOR 
SEAGATE 238, MINSCRIBE 3436 or MINISCRIBE 6438: 


Mount the drive and controller card in the computer. 
The coloured edge of the cables ore matched to pin 1am 
JO and J2 on the card, and towards the gap on the bus on the drive. 


Power up with a bootable DOS diskette in drive A:. 
For your convenience use a copy of DOS that includes the file 
“DEBUG .COM". 


(<CR> stands for the carriage return or Enter key in the following 
sequence. } 


Enter DEBUG <CR. 
You will get a dash ("-"} pronpt. 


Enter G=C800: COC<CR> 


Prompt : Your response 
Interleave Factor 3<CR> 
Drive ID O0<CR> 
Ose default parameters _ + ¥<CR> 
MFM or RLL R<CR> 


Defect format C<CR> 
3 , enter the defect list as 
: . cylinder/head/byte - one per 
line followed by <CR>. These 
= ' are listed on the top of the 
peas, hard drive. When all have been 
entered add a biank entry Lins 
to end the defect list. - If 
there are no defects sinply 
cs enter <CR.. 
Are these correct? -Y¥<CR> -Wait for low level 
format and verification to 
. finish. , 
(Note: The verification process will take significantly longer due to 
extensive testing and remapping of the media. This will result in more 
reliable data storage. In regular use the Adaptec is actually faster 
than most RLL cards. ) 


. e 


Run this again? fk<cR> 
Reboot from the DOS Floppy Disk and run "FDISK". 


When prompted, you want to create a DOS Partition ("1") 
and "Y" you want to use the entire fixed disk for DOS. 


Reboot from DOS Disk in Floppy Drive and enter “FORMAT C:/S", 
proceed with format. ; 


You may now boot from the hard drive. 


Congratulations, you are dome! 


